‘STEP BY STEP’ GUIDE

PRINTING CMYK CHANNEL AS A SPOT CHANNEL ONLY
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Using the Print-Pro WIGA RIP we can print any of the individual CMYK
channels as a separate spot channel.

The following instructions explain how to achieve this

Figure 1 shows an image where the criteria is to print this using only the K channel.
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Figure 1
Simply open the image in your RIP software and place it on a white background template

MNow open the PRINT SETUP options and navigate to PROPERTIES
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Frint errvimnmert | Summary
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Prnter: M2 LUV
Medis :

Size : Mot Size ( E1.00x 46.00 cm ) -
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‘STEP BY STEP’ GUIDE

Mow setup the black channel as “braille” and apply an ink strength of 100% and as “non transparent
region”
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Properties @

Medg Ink Assignment | | Avers Selection = Color comection | Device Options
Predefined Inkssts: | CMYK - Determine lnk Order...
Ch i aille ...
1: | Black 10000
Slot 2: | ] Cyan 0.00
Slot 3: | ] Magenta 0.00
Slot 4 Yellow 0.00
Slot 5: White 0.00
Slot 6: White 0.00
Slot 7: White 0.00
Slot 8: White 0.00

Additional settings :

Strength (%) | Generation type l Fuzziness ]
White Underbase | 100.00 Automatic
White Highlight |100.00 On the fly 0

| eleivberirsE OO TO0.0U Lhannel basey

< Braille 100.00 MNon Transparent R... >

Restore to factory default = Restore to last settings

Set as default QK Cancel
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‘STEP BY STEP’ GUIDE

MNow navigate to layer selection and setup braille as layer 1, in case of printing onto a coloured
background, white underbase would be layer 1 and braille as layer 2

' "

Properties @

Media | Ink Assign comection | Device Options
Printer name : M2 U%

Inks To Print In Each Layer Selection

Layer1 |Layer2 Layer3 | Layer4 |La'_n,rer5 |Layer6 |

White Un... || [ [ [

Color [ [ [ [ [ [

| Hliapbvherbri=— - - [ [
o |7 r
N r -

White-Extra || [ [ [ [

Clear-Extra || [ [ [ [ [

Braille-Ext... || [ I [

Prirt layers in reverse order

Restore to factory default Restore to last settings

Set a= defaul 0K Cancel

You should now set any preferred resolutions and pass counts etc in DEVICE OPTION as per normal
setup of any print job
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